
D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJ!!:M INSPECTION 

Inspector: 

Date of lnsp c, 
Shift: (First or~~ 

Monitor ID: 

Location of Carbon 

Control Device 

V§ij;lQr Recovery System: 

l/s£-.,,< ~\ . 

~ARBO>'l OR FLARE* 

sDs~shredder 

ATDU/OWS 

Area 8 - -Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 

Down 

Running 

Running 

Running 

Running 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



/~ 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndltion 0. 1 . 17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJE:M INSPECTION 

Instrument Calibration Gases: 

I 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running 

CARBON OR FLARE* 

SDS Shredder 
Running 

ATDU I OWS 
Running 

Area 8 --Tanks 52,53,54 Runnin~ 

Tanks 02 throu h 04 
\,#,/" 

Distillation Unit RunnJr9 
V"',,/ 

Tank 51 

Tank 55 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument Calibration Gases: 
i ~:~~t )~=~ l> 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON . OR FLARE* 

SDS Shredder 

ATDUJOWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Running I Down 

Running I Down 

Runnprg 
~_,yf' 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. 1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Vapor Recovery System: Rtmnillg Down 

~ I 
CARBON . OR FLARE* 

\/ 

SDS Shredder RUQ_~Vl9 Down 

/ 

ATDU/OWS RurtnintJ Down 
\/" 

Area 8 ~-Tanks 52,53,54 Ru1ni g Down 

Tanks 02 throu h 04 
.,. 

Distillation Unit Ru\.)_~9 Down 

Tank 51 
Runnin,Q Down 

'j\ 

Tank 55 
Runnirig Down 

,, I 
\""'''"} 

Revised 2/10/09 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condl~ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date of lnspe;1ction: 
I - l 

;} l 

Shift: (~i.!"st or Sf1cond) 

<::)(:·:,:<~:c~r: c1 

Monitor 

Instrument Calibration Gases: 

Background Instrument Reading:,?''' 
l: 

location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON . OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuqh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2il 0/09 

Unit Status 

Running I Down 

Runni~.:9 I Down 

Running I Down 
~=~·~"''",..JY'~' 

Running I Down 

Runni~g I Down 

Running I Down 

Rum;jng I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



I 
I 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition D. i. i 7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTJ8M INSPECTION 

Inspector: f\J\,:. ~~ --
.'#£' \ j /'\ 1\{ ,:,;_ ) 

Date of lnspecti<~r 
1.~ ; \ 

I Time: {~. Ot)\, r··~ 

Shift: (~irst)or Second) 
l 

~~-~~~- ~ 

Monitor ID: 
f\J\1 ,'\ k.\ A f ::2c;0C) 

Instrument Calibration Gase$. .. 

~T\t; \ ' ) ~~A, . ~/J" :.~ ; ui.>; .·:; /) ?·-·' 

Background Instrument Reading: 
\. 

.). () 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 1~/ 
,. .... ~·" 

'\ ~' 
- '"·"" 

CARBON OR FLARE* J 

SDS Shredder 
Runniil,g Down 

#~-"''kw" "(, C) ~~-- \,/ 
("~"~' 

/ 

ATDU I OWS 
Runnigg Down ' '~ 1-~ 

\ 

',t.J l ().::'"' ',~) 

''"~-·~···"" 

Area 8 --Tanks 52,53,54 Runjling Down 

ll 
(>j .tr )~ 

~[' 

(Tanks 02 through 04) 
\I ,: 

1 c-:) "' 

.". 

-

Distillation Unit 
Runni,~g Down 

·.");~ 
~~~~ 

.. I 1,:1 c;~ 
;lj. / ... 

•"' 
. 

Tank 51 
Ru,nn,ng Down 

\ c:~l_;, .. ~. 
)'/ 

, . I 
.J 

: '"'': 

,,• 

~<
• 

Tank 55 
Ruh~inp Down 

'! 
~~- .c) )>, /; 

• J 
J 

' "~"~ 

''~/' 
I 

; 

Revised 2/10109 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL ... , , 

Coridition D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: /1 1 1 1 
tl 

T\ lt \O,fltlic ih\ f:C{\ tLf.~:; 

Date pf In·'.$. pecti~n
: 

Time: 

L~ - "';~ \1 I} 

\ ({\\ 

Shift: (First or Second) 
. ) 

2 'i\ (. 

Monitor !D: " 11 . . 1: 

} ,, \, .,·
, 1 ,~c:~x

 
~..~J~y.:X'l

 

Instrument Calibration qases: .·' 

·· 

1 ((! iJ ;; ~lit 
l·:)'~' L:•c 1 

'· ; ,\.t;. '"
·"· 

Background Instrument Reading/ . ( 

Location of Carbon 
Unit Status 

Inlet 
Exhaust 

Visual 
Carbon 

Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Runnipg Down 

CARBON . OR FLARE* 
\/ 

j~ '"! 

SDS Shredder 
Run~mg

 Down 

(\ 
l\ 1,~ 1 

··~ 

v I 
I \ j j 

\,j 

t~\ 
/ 'I I 

ATDU I OWS 
Rulrying Down 

.;:":, 
.• 

l(~ 
. t, \ i 

v 
. \ ~) i 

; / 
' . t. ll~. 

' \j 

Area 8 - -- Tanks 52,53,54 Run,oing Down 
,.~('·; 

/''\ 
l 

t, 
1\ 1 

(Tanks 02 through 04) 
\/ 

11 . '")\ 
ti 

't,./. 
1 \. 

• \I 

Distillation Unit 
Run?ing Down 

;!"'.. 
!\ 

\ l 

~,l 

7 ; ;:.1 ~:; 
L.j 

/'\ 
j \} 

Tank 51 

Ru.~Jing 
I Down /2 ..• .• , 

. • .. ~ ,-·"'A·,. 
., 

/\ 
r, l I 

v 
1 ~·· '· ...... : 

\ ... / 
I · '; ... :;· 

i\ 
·/ \/ 

Tank 55 

Ru!Jiling Down 

··:::t. ,:····~" 
.\ 

{\ h.. I 

/ 

, '·t ·' c .... P: :J CJ l ~. 
; \1 

\ 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu ~~ 

Condition 0 .1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndit·ion D. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

- --- ---

Inspector: eJ c 0 VV'/Jf' 0 '""'1 

Date of ),nspection: 

Dz '(o /II~
 

1/ I Time: ,( u u /tV'/ 

Shift: (First or e.=~ d
) S-.:co~ L) 

Monitor ID: j1/;'11 ; Q ;;lDt~ {) 
1"'-. 1:4 L 

Instrument Calibration Gases:+ / 

Xs ::-) J.~ lA. · \' -~ v~ < l 0 (!) f.Pt1 

Background Instrument Reading: ·Q 

Location of Carbon 
Unit Status Inlet I 

Exhaust 

I 
Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Ruj 
Down 

,'1-

I -
/l/ 

-
- -

CARBON OR FLARE* 
/ 

SDS Shredder 
Ru~g 

Down 
lj ·c~ 

r .11- rJ ----

ATDU f OWS 
I RuvnJiig 

Down 1 ··- S· 7 ft pJ 

' 

l <, 4 \ 0 

-I-

i 

,..j 
i 

I 

Area 8 --Tanks 52,53,54 Runnjifg Down 19C r) 
fJ- fl) 

I (Tanks 02 through 04) 
1/ 

(), 

- - --- -

Distillation Unit 
Run1~[Y

9 
Down D 

f+ 
pj 

J117 
!( ,)_ 

- - ----

Tank 51 

Run~~g 
Down 

.......-- f) 11 rJ 

i 

t( o!S 0, ( 

- -·-

1/ 

Tank 55 1

Ruvg 
Down 4 

.- Nl-
(' .) 

---- -- --------

Revised 2/l 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR !JAil ... 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Cond1t-ion 0.1. i 7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

f Inspector: 

Monitor 10: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU J OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

I Tank 55 

Revised 2/l 0/09 

Inlet 

Running 

I 
-

R7ing 

7ing 
Rumnng 

Running 

I 

Exhaust 
Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-----·-~
·~ 

-
l I--~ 

--·-
--
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0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condi~ion 0.1.17 Record Keeping Requirements (c) 

~-/ 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or Se~ond) 
cl 

Location of Carbon 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder 
Runnin11 Down 

/ 
--~,;~/' 

: ATDU 1 OWS 
Runninj:l Down 

I 
··~j/' 

Area 8-- Tanks 52,53,54 Runnin~. Down 

Tanks 02 throu h 04 
'("""'"""'/" 

Distillation Unit Running 
"'~~,/,#' 

Down 

Tank 51 
Runnj;lg Down 

,,.,/ 

Tank 55 
Runniug 

<~f~ 
Down 

Revised 2110109 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0 .1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndit·lon 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJSM INSPECTION 

Hnspector: A. · . · 
. 1\ .Q I~ ~f\ ((; ~ P { V) U\\{j r-J f L 

Date of lnspectil'r 
'r'ime: 

.Qj)_l()C'J 
.'t -l-

Shift: (first or Second} }·~ 
I' 

Monitor iD: j\~ . R_ 
. LC11 o..e, 2( 0 

Instrument Calibration Gales:, . & .Q 
ICJO.onYY\ ''2Ubu-hA. 1f.V, -

Background lnstnlrihent Reading: 
1

1 0 (
 () 

~~ 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

( 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down \ A J~ 
·'V -· \ 

CARBON OR FLARE* 

-
• 

SDS Shredder R\u/g 
Down 

~~I 0 
\ 1\ j\J 

I 

\ 

I 

- I 

ATDU J OWS R7ng Down 
·\ Llo I 0:. G.2 A J\} 

--. 

Area 8 ~ Tanks 52,53,54 R~ng Down 

l9'1o~ ~ 'l1· A 1\J --
{Tanks 02 through 04) 

.0 
. 

1 Distillation .Unit Ru~ng Down Li 7b-~ 0 .lL7 A N 
Tank 51 Ru7ng Down 1·:;; toC) Zw~1 \ 0 A )\) 

Tank 55 R7g 
Down 3101 C~\ ·.~ct 8 /\_ . .61 

~ 

Revised 211 0!09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. i 7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at feast once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations . .PCJ shall replace the carbon canister when bFeakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION.SYST1E:M INSPECTION 
---- - - --- ---- - ---:r- ----- - --

inspector: .,.-.- J n 
I "(_ r l (>v•·ff I o'-'l 

Date of ltjl',)~ption: 
qr_· II~ 

1 

j Time: 
5""• DD &r-1 

Shift: (Firstor~d) _ j 
-__ - )~co~·" 

Monitor ID: ,{1/) . 6(_ _ J 
""' (A~ OO(J 

Instrument Calibration Gases: 

Is, b '"'- f v /-c.. if\ (_ lao Plr[ 

Background Instrument Reading: 
(J, 0 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running/ Down 

/ - -- f! nJ -- - ------
CARBON OR FLARE* 

SDS Shredder Run7 Down i ~ 0 tl rJ 
I 

~ 

~ 

ATDIU I OWS Run:/' 
Down J_cf( '0 5, ft ;J - -= ~ 

Area 8 ~-Tanks 52,53,54 Ru~7 
Down 

·-----
/ 

f! {I) 
-1" {<, "" 

~ 

_,_, 

(Tanks 02 through 04) 
<7'"-\,) .I ' • .J 

~-

Distillation Unit Run7 Down 

-

I (-1 tJ 
p-- ----) ..... • t-f :z l ~~-

'::J i (., . 
J t' 'I 

'Tank 51 Runct'g Down (j ( (~ ff tJ 
~ 

~L\ /l 
----=~ -

v l 

Tank 55 Run7g Down rJ 
:l G, "j C) ). - ·~ 

-- - ·- '-
- -- --·-----------· -----

Revised 2/l 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1. i 0 Carbon Adsorber/Canister Monitoring 

CcJndit·ion 0.1. i 7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or Second) 

Monitor ID: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder 
Running Down 

1,/'/ 

ATDU/OWS 
Runnin~ Down 

1 !'"'~,/'/ 

Area 8 --Tanks 52,53,54 Running Down 
/ 

, Tanks 02 throu h 04 ~t··· 
/ 

Distillation Unit 
Running Down 

Tank 51 
Run~jng Down 

I "' lit/ 

Tank 55 
Running Down 

".,./' 

Revised 2/10/09 
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------- ----

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndit-ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector: ;,..JJ ~' . ~:· ·IP D "\ 

Date of inspection: 
j Time:< ·~ :i P •"' 

J ,, 

: 9 I J /'·"';~-~. \ t 

Shift: (First or(Secondl) 
'-~·~·c•'/ :_. ( .. c · .. '• •. :· 

Monitor 10: 
: ,<" t;,. {, • ·c ..... ) : ~) (;: ; ::/' • 

instrument Cai!W:ation Gases: 
lL,~~ /'Pr· 

. l :;, /c.l ..:... i 

.-J~ ,,, ! y i r. ••• -f: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* ./ 

,~4~ !\/ 

SDS Shredder Running Down p f~l 
// ~: .~ 

.,/ 

ATDU J OWS 
Runni)'ig Down ll rJ 

;y/ :~. ' ) ·j () 

Area 8 --Tanks 52,53,54 Runn~9g Down 
~~ :.1 R lv' 

.(Tanks 02 through 04). 
/ !.: t 

~· 

-

Distillation Unit 
Runnir}g Down .~' cf 

/ ·.· •. ... ,·.r c) f1 11) 
I ~/ 
,,J 

'Tank 51 
RunniMg Down L! . . , () if.; t./ 

'/! 

-. 

(.p' '·· '··". 

I 

Tank 55 Run~79 Down 1\) ·-·_j 
u·"' 

.J _,_ :; C> ( i 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST18M ][NSPECTION 

Inspector: 

Monitor ID: 

Location of Carbon Unit Status I Inlet 

Control Device 

Vapor Recovery System: Runni;,s I Down 

CARBON OR FLARE* 
v 

SDS Shredder 
Runnins 

v 
I Down 

ATDU J OWS 
1 Runnil}g I Down 

,/ 

Area 8 ~-Tanks 5
2,53,54 Running I Down 

Tanks 02 throu h 04 v 
Distillation Unit 

Running I Down 

v 
Tank 51 

IRu~ 
I Down 

Tank 55 
1 Running I Down 

-~~--/ 

Exhaust Visual 

Insp. 

Carbon 

Replacement 

Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

Revised 2/1 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D.i.i7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST18M INSPECTION 

Inspector: 
'\~-

Date of irrpe9tion: 
,. I 1 

Shift: (First or Second) 

> 

d 

Monitor 

Location of Carbon Unit Status 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Date Time 

Vapor Recovery System: Running Down 
•' 

CARBON OR FLARE* 

\,,,// 

SDS Shredder 
Running/ Down 

.,_,*"-' 

ATDU I OWS 
RunniiJ~f

 Down 

\",,,// 

Area 8 --Tanks 52,53,54 Run~Jng
 Down 

Tanks 02 throu h 04 
--"/7 

--

Distillation Unit 
Running Down 

/ 
~,/ 

Tank 51 

Runr;}ng Down 

// 
/ 

Tank 55 

Run\)'fhg 
v' 

Down 

Revised 211 0109 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndit·ion D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJB:M INSPECTION 

Inspector: S;t 
~ 

Date o~cspectio
n: 

,.to.\ cl 

ITimeCJ SbDfM 

Shift: ~or
 Second) -=t~ 

Monitor ID: .~ 
~~
 

instrument Calibra~}
~n Gases: f) 

·too 0 o \.L?> ~ ~.
 

Background Instrument Readi.
~ 

R:f 

Location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

YIN Date Time 

VaporRe
c~~tem:

 u Down - - A hl 

CARBON OR FLARE* 

- - -

SDS Shredder- I~ 
Down l.ls ~ 

.lt~ 
JY 

11 <tJ - - -

~
 

ATDU I OWS ~ 
Down 22~~ 

,Rf I·'\ 1-.1 A 
-

"2..\~1..\ 
P" 'Z ,{.. 

- -

Area 8 ~-Tanks 
52,53,54 Runni.JJ2' Down 2.04.\ l .'\ 

Rf ~ 

(Tanks 02 through 04) 
-

A 
- - -

t.(,'&1 10.1.. -d-
-

Distillat1on Unit ~ 
Down 5g3«4 s.~ 

N A 
- - -

51 il .. 4A .J/?l 

Tank 51 
{(Runni,!J.W Down ~41~ 

l.{,(o If) 
-

- Jl(z.'\ I( • .) 
CJ A tJ 

- -

-=-, 

Tank 55 
'~ 

Down .2-0"t'-i ~.z.. 
RJ N 
e 

(1 - - -

hag~ ~ ·"' 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D.i.i7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: S;t 
~ 

Date of Tspection: 

9t..lo,\tl 

ITimeQ sooptvt 

Shift: ~or
 Second) -=t~ 

Monitor fD: 
~~
 ~ 

instmment Caiibra~}~
n Gases: f2 

'loo 0 o \.M1>~
 ~ 

Background Instrument Readi.~
 

Rf_' 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

YIN Date Time 

Vapor Rec~~
tem: IV Down - - A N 

CARBON OR FLARE* 

- - -

SDS Shredder- ·~ 
Down lJ..s 

_/If 

~
 

.lt"!:l 
Jr 

A qJ - - -

ATDU I OWS ~ 
Down J,2~ 3 

p-' t.~ JJ A - -
~-'1. 4:\ I.\ rY 2. ,L., 

-

Area 8 a- Tanks 52,53,54 ~ 
Down 204\ I. .Ci Rf ~ 

. (Tanks 02 through 04) 
t.ll~\ 

A - - -

/A' ' 
1D. 1.- ~-

Distillation Unit ~ 
Down 5,3~ 

-

5·?:> A N - - -

51 il, 41..'\ f?f 

Tank 51 
!~ 

Down ~41<;( 
L(.(u ~ tJ - ~ 

Jl(t'\ 
~ ,.) ld A 

-

-"' -, 

Tank 55 ~ 
Down :.L04"! (I,Z, J?) tJ 

h. .. ~~ 
..... e. t1 - - -

-------

3._·~---· 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJE:l\1 INSPECTION 

~nspector: r t21 cJ< e 
Date of lns7~cron

: 
Cf II U 

\Time:~~:~~· 

Shift: (Firs!~
or Seco:fd) 

~-=coi1
L 

Monitor ID: fVI , r 
! I) I C( e ~- 00() 

instrument calibraf~;g
~~s~:L EM E ioo p(>i\\ 

Background Instrument Reading: (J 
7 

location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down L ;\ / ·""-) 
~ 

-·· -· 

CARBON OR FLARE* 

-

SDS Shredder R~~~;~g 
Down f "7 t.{ 

() I~ " 
- -

lb '1 
0 

ATDU I OWS 
RunnJng Down 2..L?7 ·' 0 _2~]. . .~A 
._// 

- -

302.::-:!, 
0 s.9 

Area 8 ~-Tanks 
52,53,54 Running. Down I'{~,~ 

. 5_,_2 0 /~ 

(Tanks 02 through 04) 
~__,/' 

-· N -

'7 i I 7 9.' t~ 
(J 

-

Distillation Unit 
Running. Down 5257 ~ .. 

4./ 14 tJ 

.,___;/ LF?:/=1 '8' c 

- -
01 

Tank 51 
Runn_lng Down 32.(.57 ~.:;, 0'~~- A (\1 

J 33'Si 6.2 

- -
() 

Tank 55 

Runnit}g Down yq ~ '6 a - . '1 'J ~ !Lt 
,/ 

:::< z. AI - -
~ 

Z3Gi. 15' .~ 
c i 

----
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTt:K ... , 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condit·ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST!EM INSPECTION 

»nspector: 

instrument Calibration Gases: 

/{\ 
j lv ). 

, ""''"' 

1 
~,,t,,,~~ 

Backgrouricflnstrument 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR 

SDS Shredd
~-~-

ATDU /OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/l 0/09 

Unit Status 

~unniJJ.9
 I Down 

·~··~·"'•>'
" 

~nn\Pg 
Down 

'==cr~..,
.-~~ 

f{unntng I Down 

~?
 

o'-, •• ·.·~"<:~·", 

({unnijig 
~~---·· 

I Down 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

~-.C
.., 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTE:KL 1 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

I CARBON OR FLARE" 

redder 

ATDUJOWS 

Area 8 ~-Tank
s 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2110109 

Running 

1 Running 

I 

Running 

RunniJJQ 
/ 

\.,/·'" 

Runnipg 
'~ 

I Down 

Down 

Exhaust 

---........ __ 

Visual 

Insp. 

-------~ 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0 .1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndition 0.1. i7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJE:M INSPECTION 

Inspector: 

Monitor 10: 

Location of Carbon 

Exhaust 
Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

• CARBON OR FLARE* 

SDS Shredder 
Running 

v/ 
Down 

ATDU I OWS 
Running Down 

v' 

Area 8 --Tanks 52,53,54 Runnjrig Down 

/ 

Tanks 02 throu h 04 v 

Distillation Unit 
Running Down 

v· 

Tank 51 

Run;tffig Down 

v 

Tank 55 

Runl)ing Down 

'~p/ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND UUKP.. ~ 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
/ (. ('/ (' C A'\, ll"f ,~)() ,r1 

Date of Jnspection: 

(~1 //.~li/ 
•.. 

'i I Time: ,\; . ·(,; 

Shift: (First or ~ec~j~) 
. ,/ 

-··· 
;_) ,• <!,. t;; ·'·· 

Monitor 10: 
t
1~ /l' 

'· t\. ~.... (;;... ,:J o c) 

Instrument Calibration Gases: 
1(1/' 

.• :'Z 0 I; i \, 
' 

\' ~ }'\ ":::. 
. :.~ ... ; 

Background Jnstrument Reading; 

location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

,/ 

;t1-

CARBON OR FLARE* 
j 

SDS Shredder 
Runniyrg Down 

C) i' !\/ 

v '·::; ·r'" 

ATDU J OWS 
RunnJJi19 Down 

f-
=,, 

('j 

J 

rJ 

Li' 
; 

,.--. 

Area 8 ~-Tanks
 52,53,54 Runni!l'g Down 

i ).7 

4 v 

(Tanks 02 through 04) 
/ 

,,.j 
\ 

l/ 

-;~-', 

Distillation Unit 
Runni)lg Down 

.t+ 

-

~ ./' 
":, 5 .\ i ..... :) 

() 
ru 

!/ 

Tank 51 

RunniJ!g Down 
,. ..... r ·~,, '"""' 

pc .. .~ji' 

.. / 
>:: ~\ .. c, CJ 

u 

Tank 55 

Ru~~g 
Down 

: 

Lf' ' 

' 

' 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated befow under Note. 

D.1.14 CARBON ADSORPTION SYSTJSM INSPECTION 

- ----- -·----· -- --

I Inspector: 
/ f':, () (' t~ •VSAi ••• :J ·'1 

Date of jnspection: 
(j Time: 

ll ~ I {I .r•. 

~( 

Shift: (First or e·p~) 
/ 

~· !' c. c; '"• 

Monitor 10: 
(l/)' 0 •,t\t;~. c'-OC/!~

 

Instrument Calibration Gases: 

1:41. ·:· {1,, ·/! ·~. )'1 '"{ 

'{).,. 'r~·; 

Background instrument Reading: 

Location of Carbon Unit Status inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 
,1/ 

4-

SDS Shredder 
Runnipg Down 

i':;,/7''" 
4 rd 

\L$1'/ 

ATDU/OWS 
RunnJJ'(g Down 

f- tj 

,/ 

"""''\ c) 

i 

>J 

i 
. .'''-.... 

Area 8 ~-Tanks
 52,53,54 Runn~ptg

 Down ... ~. 7 

(Tanks 02 through 04) 
f-;/ 

... ..i 
/ .• ) 

}T 

.. ~ 

• Distillation Unit 
Ru~7g 

Down ' () (r /i,) 

v 
JJ ) ( "~ 

) 

Tank 51 

Runni,171g Down 
...... · _c) i <:, ] .... p~ "/ 

' /" ) ) 2\ '='· 
.'/ 
'/ 

Tank 55 

Runni)'{g Down 

J(f/" 

~) 
} 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condi~lon
 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder 
Running 

ATDU I OWS 
Runnin~g 

Area 8 --Tanks 52,53,54 Running 

Tanks 02 throu h 04 
'"""' '"' 

Distillation Unit 
Running 

;/ 

''~"'"''' -----~ 
Tank 51 

Running 

Tank 55 
Runni~g 

,f""/ 

-- ---------- -------------------- -· 
' 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARll::KL, 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

Condition 0.1. 17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distil!ation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM l!NSPJECTION 

Inspector: i ':' c/ (! ,; p,., i ~t :~ ·/\ 

Date of ln;:;pection: 
j Time: 

\ ,-- '; 

~ "' 

Shift: (First or $ecoj:~d)
 

'-=--~-
~,. s· ::: :;;.). =/ 

Monitor ID: r '\ '>. '~· 
:j ./ 

Instrument Calibration Gases: 

::·c:. (. r ''· .;, cC. h 
,).~.) "'·' 

Background Instrument Reading: 
j ./ 

location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

;, 

\/ 

SDS Shredder 
Running Down 

c:_) 
'd'J,,/' 

J 

l 

~ 

.~ ',}' 

ATDU I OWS 
Runnil){i Down 0 

~~ 
r) 

,/ 

Area 8 ~-Tanks
 52,53,54 Runn

1
irlg Down ;~ L) 

r .. / 

(Tanks 02 through 04) 
/ 

c' (!, L 

',;/ 

-

Distilfation Unit 
Runnipg Down I 

c) ,r .. j 

-

Tank 51 

Running Down ' 
~~ 

z l/ 
\ 

./ 

~,,j 

Tank 55 

Runn}ng Down ,J'''", IL CJ 
l\/ 

h'/J 

',:.· .. ,,,:, 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJ8:M INSPECTION 

inspector: 

Date of}~pec
tion: 

~5<~, c~~ c,~; /;:~, /\"·1 

'll 16/t I 

Shift: (Firstf Secon~~ 
,_,.,/ 

Monitor 10: 
I 

Instrument Calibration Gases: 

Background Instrument Reading: 

location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combt.lstion 

YIN Date Time 

Vapor Recovery System: Running 

CARBON OR FLARE* 

SDS Shredder 
Running 

ATDU I OWS 
Running 

',_,~/,,4'./4? 

Running. 

\'=',·""'"'"''"' 

Distillation Unit 
Running 

\,ffi',,J·"'"""'"" 

Tank 51 

Runni~li
)/ 

\p,o/" 

Tank 55 

Run nil)@ 

t,,P/,c 

Revised 2/10109 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTE:KL 1 

Condition D .1.1 o Carbon Adsorber/Canister Monitoring 

Cdndit·ion 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST1E:M INSPECTION 

lnsRfctor: 
i'\ 
\ \ 

Date of ~nspecti
6

1 
: 

() 
{ 

i ' 

-1 -- /)-! 

Shift: (First or Second) 
I 

Monitor 10: 
/V\: 

Location of Carbon Unit Status inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

.SDS Shredder 
Runnir,lg Down 

l / 
\t 

ATDU I OWS 
Running Down 

~ // 

Area 8 ~-Tanks
 52,53,54 Runni9g Down 

Tanks 02 throu h 04 
\ll 

1 Distillation Unit 
Runni!Jg DowQ 

/' 

I 

Runn~/g
 Down 

==l 
1/ 

Tank 55 

Runni);Tg Down 

v 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL 1 , , 

Condition D. i. i o Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Date of Jnsppction: 

/ l'~J / 1( ; 

,::; 

$'"""·\ 
"y i'<,.' ( o"•\l t• t 

Shift: First or Secord) 

'~)(::: <~->' l~ i ,o,1( i 

I 

Monitor ID: l\i 
I 

Background instrument Reading: 

Location of Carbon 

Inlet 
Exhaust 

Visual 
Carbon 

Spent Carbon Placed in 

Control Device I 

Insp. 
Replacement RoH Off Box No. for 

Offsite Combustion 

Y/N Date Time 

:Vapor Recovery System: 
Running 

CARBON OR FLARE* 

SDS Shredder 

Runnin9 

I '",J/ 

ATDU/OWS 

Running,, 
// .. 

'\.,./" 

Area 8-- Tanks 52,53,54 Running 

Tanks 02 throu h 04 

~f 

~-",/ 

Distillation Unit 
Runni1)9 

~' 

Tank 51 

RunnjJl'g 

:=·""/ 

Tank 55 
I Ru_:o~pg 

-- --
-~
--
--
--
--
--
-
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D. 1. CARBON ADSORPTlON MONITORING LOG FOR DAILY AND OUAr~.1 ~
·. 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST1EM INSPECTION 

Inspector: -r(. · C 
(~. o: .c .• .,., lJ '• 

Date of lnsp~ct
ion: 

• I Time: ·•/ /" _ ,; 

t:l,:~slil ....
...... 

~J 
"'- t,, ' J' 

Shift: (First or(SeCOI)d) 
'"'-,~,~·/"'"'

/ 5 c ' 
.. , r/ 

Monitor ID: 
/A i ,; i p_,.,_ \~. ..-:::. ( .. · ..• 

Instrument Calibration Gases: 

I":;, -r:· I / .. JJ -~· / ( (_. 
ip :··) 

Background instrument Readihg: 
J .. ) I () 

location of Carbon Unit Status 

I 

inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

; 

CARBON OR FLARE* 
:j: 

""' 
I 

SDS Shredder 
Runnipg Down 

.r 

p ~v 

I 

f 

! __ .. / 

r<" 

.J;,. 

ATDU I OWS 
Runn}r\g Down c . C: 

p 

/ 

.. 

',; 

I' 

~~! "'--';• 

: Area 8 ~-Tanks
 52,53,54 Runni}'lg Down 

/' t./ 

' (Tanks 02 through 04) 

I 

/ 

.. 
.;--. 

--

Distillation Unit 
Runnil'!g Down 

..... 

/ 

· .. : . .> 

. , ____ } 

' i 

Tank 51 

Running Down ~ 

; __ , 
.,... ·. . ......... -~ 

', ... J 

~\J 

-~ 

i 

Tank 55 

Runnjl'<g Down 

}~-~ l') I 

i 

... / 
: ... ___ ) 

. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QuA,,,-· 

Condition D. i. i 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is dett:;cted as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJEM INSPECTION 

Hnspector: 
f\J\ ~(',P "' 

Date of inspection: 
1 Time: ,-

' 
ln-\~-i\

 I 
(:, ' 0 () ?·"-' 

Shift: ~~ 
or Second) 

Monitor 10: 1\/\:,/,i L~c 
Jcc(; 

Instrument Calibration Gases: 

-~, ~j 
~'..J\ \Q;\C '\()0., 'r-

Background Instrument Re~ding
: 

' .,/ 
::f 

location of Carbon 
Unit Status inlet 

Exhaust 
Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Runn(ng Down 

;/ 

i 
-~
 

·J 

~-~
 

CARBON OR FLARE* 

SDS Shredder 
Running Down !C 

c) Dr (i/ 

I ATDU I ows 

': i 

------

\\ 

RutJ~ihg
 Down 

~~.l rl .~), ~· 
l\ liL I I 

\ •\ 

(/~ 

·-:1 

...--
=~
~-

Area 8 --Tanks 52,53,54 Run$ing Down 
l]~)L{ 

(J J\~ 
lV 

(Tanks 02 through 04} 
"' I 

1. I 

,~, _ _..,."' 

''•,~ 

,_ ___ .,_ 

-

Distillation Unit 
Rtl~ing

 Down 
\ ~?xlfi1 2 ''1 r-J /~ /Y I ~"0-------

.. ,_...... 

Tank 51 

Runnihg Down 
>,~ :;·q ~( 

{) 
j\ /~ 

") 
:-:; I 

~---~
 

'· ' 

I 

~,,.---
--

.,...-

Tank 55 

Rul'l.l(SS Down :,L b {) t\~/~ l·J 

~( ~ 

,,,/ 
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D. 1. CARBON ADSORPTIOI\J !\11v-.. __ 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOLl, ull- .__ _ 

and the tanks are in operations. PC! sha!! replace the carbon canister when brea!<through is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date 

Monitor ID: 

Vapor Recovery System: Running/ Down 

./!'/ 

CARBON OR FLARE* 
V 

SDS Shredder 

ATDU I OWS 

Area 8 ~ - Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Revised 2/10/09 

-~·-··---_].
____ 

--r·--··-------

Exhaust I Visual 

Insp. 
, _- __ . , - - -.. - -. - --- ---- ---

Offsite Combustion 

Y/N Date 

----
.' 

~·-<_
.._ 

-~-



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY hm .. -

Condition D. i. i o Carbon Adsorber/Canister Monitoring 

Condii.'lon 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are In operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJ8.;M INSPECTION 

~nspect
or: 

Monitor !D: 

Background Instrument Reading: 

Location of Carbon 

inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

l 
~/ 

CARBON OR FLARE* 

-~,~ 

SDS Shredder 
Ru~g

 Down 

I 

ATDU I OWS 
Running I Down 

&/'J 

"-"""/ 

Area 8 --Tanks 52,53,54 Runnil)g Down 

Tanks 02 throu h 04 
'\,,..<?';·"'/ 

Distiflation Unit 
Run~

 Down 

·\~ 

i Tank 51 

Runnipg Down 

'"""-#/' 

Tank 55 

Runni\19 Down 

,.#/ 

Revised 2/10109 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu '"'--· 

Condition D .1 .1 0 Carbon Adsorber/Canister Monitoring 

Condi~·
ion 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at !east once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJILM INSPECTION 

Inspector:/\ l f ).Ar1dr 
~~?I {o :, • j 

Date ~{finspe
c~on: 

~2. r···) )' 
\. 

.. 

/Time: . l) (/i/\ 

Shift: (First or Second) l 

Monitor ID: /';1; (l .2 .. \. {;_ ;z.,J.._ I \' 

Instrument Calibration Gases: 

1 •, ,: •J r . \ 0:
1 

i' "-,~ . 
it····'.,

 ,,"'v·'\. 

Background Instrument Reading: 
1 

/ 

( . c·· 

location of Carbon 
Unit Status 

Inlet 

I 
Exhaust 

Visual 
Carbon 

Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running, Down 

I 

,}'"'"" 

A 

CARBON OR FLARE* 

\&/ 

;\/ 

SDS Shredder 
Running I Down I Z 'SC . c~~ 

0~ t'./' 

\/. 

1 ATDU/OWS 

I" 

Runnin9 Down 
z) {.: ·:3~c 

""" () P\ 

. 

~,.#,/''-! 

~~ 

Area 8 ~-Tank
s 52,53,54 Runnin_g I Down 

I ,Z ,) '2) I Q t\ /'J 

(Tanks 02 through 04) 
"/ I 

-

Distillation Unit 
RunnitJ§' Down 

I 
v .:'~lc I ~~ '/\ 

-) ~: 1\ .tv1 I 

Tank 51 

Running Down '-I -·- ·l·t. 2-- c~ !\ I 

} if 
~l 

Tank 55 

Runnin!:j Down 
12 ~ . . -~=) 

(' C.: 
l~ ;~/ 

!,c/ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR uru-. 

Coridition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condif·lon D. i. i7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Disti!!ation Unn, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM .INSPECTION 

Inspector: ()} 
I / 

l. 

'Ki 0 v'- · 

Date of lns.!Zjct_i.oL ..... ·.·... 
j' Time: 0 

. 

~~ '21 I! 

0 

Shift: (First oj,:Second)l 

....:::-.ec:.on a 

Monitor !0: 

() 

( 111 
,_ 

instrument Calibration Gases: 

!SOBUTV [_ 

Background Instrument Reading(] ' 

Location of Carbon I Unit Status I Inlet 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU 1 OWS 

Area 8 --Tanks 52,53,54 

(Tanks 02 through 04) 

Distillation Unit 

Tank 51 
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Running j Down 

;,____./1 1-

1 

Runninjl_./1 Down I . 

l 
~I 

1/ 

Ru71 Down 
l 

R~
 

R~)JjtJ
g 

r:/ing I Down I J q S' ~~· 

R/s/ Dow" I 

Exhaust 
Visual 

Insp. 

Carbon 

Replacement 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-
q I ( 

YIN Date Time 

AJ ...---

IJ\J 
_, ___... 

a I .A 
-I ----

07 

-

~·. ~ -+--~
l_--~~

~----~
---r--

------
------

---~ 

5,~~~
~~-~~

----~
--~ 

J 
2,~ 

------. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D.1.1 0 Carbon Adsorber/Canister Monitoring 

Condit·ion D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST18',M INSPECTION 

Inspector: 

"'-t 
I 

Monitor ID: 

instrument Calibration Gases: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running" Down 
• /.r/' 

CARBON OR FLARE* 
v 

SDS Shredder 
Running Down 

/ 

I 

ATDU 1 OWS 
Running Down ,. 

v 

Area 8 ti- Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
'1//' 

Distillation Unit 
Runnifl.@ Down 

,/· 

; Tank 51 
Runnin)!l Down 

v 
-

Tank 55 
Running/ 

/ 

Down 

1/ 
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D. '1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST18M INSPECTION 

Inspector: ( 
' 

Date of ins 
"2 ., l 

Shift: (First o;:, Secon~ 
~cc:.on

 

Monitor 10: 
t n, 

0 

instrument Calibration Gas~: 
ISO JUT\f{ 

Background Instrument Reading() t 

location of Carbon Unit Status Inlet Exhaust Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

~ 

AJ 

CARBON . OR FLARE* 

~-
-- -- -

SDS Shredder 
Ru~ 

Down 

- -
ATDU I OWS 

R~ 
Down 

- ---

Area 8 --Tanks 52,53,54 Ru~ 
Down 

Tanks 02 throu h 04 

- -

Distillation Unit 
R~g 

Down 

~
 ·-

Tank 51 
Running Down 

J 

~ ---

Tank 55 
R/g 

Down 

r-J - - --
--
--
--
--
--
--
~~
--
-
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D. 1. CARBON ADSORPTION MONITORt. _~ LOG FOR DAILY AND QUARTERLY 

Condition 0.1. 10 Cart:{on Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shalt replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ., -, -- , ~---------~ 

!'· Jf--;' 
J 

Date of Jnsdect\\ on~G 11
__ '

1 11 )'$;~~ {- .. -····· ·---------~--------~~ 

····· ,--4 rt~ ~\ '" v'' \ 
I 1' =~-- \j i~ j -1-L+---~-~---- -1 

Shift: (F1rst or Second) 1 
• 

Monitor ID: 
lt'\ ~'~- ~-B:, (j t''"'""(~-(\;' ~ 

-- ' ' -~ 
,/' -,.,.,_, .,_ 

Instrument Calibration Gases: 
r ""'''" r 

i 
-;,/f'• 

t:Jacl<ground Instrument Reacting:!+-
,f-' ·,.> \ >; 

' ! _: ~" i 

'"''hl·" 
··¥·· 

Location of Carbon Unit Status· r-tnlet I Exhaust Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 
-· 

SDS Shredder 

--
ATDU/OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

--
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Running 1 Down 

L/_ 
Running 

\_,./·· 

Runni~J.@ 
~j/) f 

RunninJJ 
//;/ 

\l"/ 

Runni;Yg 
':). /J 
$~/ 

Rur;millg 
~/ 

I 
I 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

l YIN Date Time 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1. i 0 Carbon Adsorber/Canister Monitoring 

Cdndi'i:ion D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJ!i:M INSPECTION 

~nspecto
r: 12ic/J< ~Ac 

Date of insJ.ec~~
n: 

q 22 i ( 
J Time: ;:_;-:oo4 

Shift: (First or _Secon~ 

-3etYJtl 

Monitor ID: f\1[ , KH. 
r (1, ·e Z_oqo 

Instrument Calibration Gases: 
ISO\IS,t/17( b""E (0'0 ffl"l... 

Background Instrument Reading: G, O 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
//•\ 

~ 
.,_.............. -- p\J ..- -

CARBON OR FLARE* 

SDS Shredder 
Running Down 

177 
.A 

_/ 

N - -

ATDU I OWS 
Ru/ 

Down 
3947 0 

A y %y,; _')!OC 

3g'8-
ft"t"'t 

l{ b2_ 

I Area 8 --Tanks 52,53,54 Ru~, 
Down 

J22s- 7~Y 
A 

(Tanks 02 through 04) 

- - -

Distillation Unit 
R~g 

Down 
/~ 

3~ 'L{ 5,1 /'0 - ------...., 

,-

Tank 51 
R~/g 

Down 
f qs;-( zo ~\ {/\) -- ·- ·" -

Tank 55 
R~g 

Down 
/7~-

a '-1;-2 ? 
-

,_ -

------------ ---·---
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D. 1. CARBON ADSORPTION MONITORH\!v LOG FOR DAILY AND QUARTERLY 

Condition D.l.l 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTElV[ INSPECTION 

Inspector: 

Date of 

Monitor 10: , 1 • il 7 
<, ... ··· 

A\ ~ · 1<. t· \ .. ( •, · r 
-~ -.l..L\_Jj____J. ,, l ; "' ' i1 fr"'"~ \,.,,, '\ 

Instrument Calibration· Gases: 

Location of Carbon 

Control Device 

Vapor Recovery System: I Runn;'J'f i Down 
/ 

CARBON OR FLARE* v 

SOS Shredder · Ru-rmi!J-s · I Down 
't-\ llf' 
'if 

ATDU/OWS I Runni~JJ· 
\P,f 

Area 8 --Tanks 52,53,54 Running. 

Tanks 02 throu h 04 
'< ,l'j" 

1/ 

Distillation Unit 
Runn

1
i/' 
v 

Tank 51 
I Runnin9-' 

'I 

Tank 55 
i RunninJ/ 

I 
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Insp. 

Carbon 

Replacement 

YIN Date Time 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

~ f2q 
I i) 1 

0 

instrument Calibration Gases: 
/3:::)B,u· 

Background Instrument Reading:" 

location of Carbon 
inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: R~ 
Down 

-- - -- -
CARBON OR FLARE* 

SDS Shredder R~ 
Down 

..,- ·-

ATDU I OWS 
Ru~g 

- - -

Area 8 ~-Tanks 52,53,54 

Tanks 02 throu h 04 

·- - -
Distillation Unit 

---

:Tank 51 
R~ 

-
----

Tank 55 Ru:L 
~
 

...----- --
------ ------

- ------------ ---
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST1EM INSPECTION 

-- -----
--

- ---- -------- -- -

inspector: ,L~ 
~~~\~\\:lF' fltz;\\r\:\(\((, 

Date of lnspec:t;on: 
1 

(\' l. t<--\ 
!Time: 

; ; \j '\ 

Shift: (First or Second) 1 

Monitor ID: /'v\. . -~~~ 
., , -~ t C\ "'· ,;~{ .. !.,(' 

Instrument Calibration Gases: 

; ; Y:yl l ): fr 
).:,,, :'(, 

Background Instrument Reading: 
/, 

i_ •, 

Location of Carbon Unit Status inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running/· Down 

CARBON OR FLARE* 
\/ 

,,\ ,'J 

SDS Shredder 
Runn)ng Down ! ,,~;·,,,_ I ,-\ 

.·· 

I 

:,/ 
~::-:: 

! 

ATOUI OWS 
Runnir\g Down :::~iz. 

,·" /\ 

\/ 
' .... , _. .. ~7 \ .. J 

_/\". 

Area 8 ~-Tanks 52,53,54 Runnip-9 Down . \l~· i) (\ ,'\. i\/ 

(Tanks 02 through 04) 
1 / Zl ,1·7 
li 

Distillation Unit 
Running Down 

·."'~) .. : ·z I f\ 1 
t\. /\/,/ 

~ .... -" 
C• 

! Tank 51 
Runni\)9 Down 

/ ,{\ 
/ l'>i_;· .l ?~ 

:,/JJ' 

Tank 55 
Runniyg Down 

', 
' 

~-.. 1 z .. ,C\ .. /\/ 

'\// 
~·· ~z .. es ....... ·7 \ .. 
"· ' 
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D. 1. CARBON ADSORPTION MONITORING-LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

0.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: __ - J ----------~ 

• I (J !/l 
j 

Date qtlqs{;iction --, =f4l~e: ~- :;;;t~~=~----~ 
Shift: (First or Seco!J,d) ,.. 1 

i 

~--- ' I 

1---c:--:----:---:--------'-')__::(_::...;......-;;;___~ Q -·---·--------------

Monitor ID: 

Instrument Calibration G,ases: 
i . -J- I I 

S /J l'~ I · 

Background Instrument Reading: 

Location of Carbon / ·unit Status I Inlet 

Control Device 

Vapor Recover¥_ System: 

CARBON OR FLARE* 

sos Shredder·-- · 

ATDU/OWS 

Area 8 - - Tanks 52,53,54 

Tanks 02 throuqh 04 

Running I Down 

Run~g i Down 

Runni Do 

Runni9if ·1 Do 

i/ i 

Exhaust ---~---~~~u;· ~~~~~~:~~:e~~---·l-~~;!o:b~~J~r in I 

/YIN Date Time 
1 

---- -- ' 

I i 

Distillation Unit Running 

!} 1 
, 

/ l)_--+--+--· -~-~J 
Tank 51 

~ank 55 

~_t-L_-::-- _____ • 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. i7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Monitor JD: 

location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

I Runnln.~ I Down 

~,,;xY"/ 

1 Runnit"!& I Down 

,.,_,,;/F/' 

Running I Down 

""" 
''''"''"",/ 

Running Down 

"""'""'_p"~// 

I Runn!pg I Down 

,,~""' 

I Ru ~})·ifl g I Down 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORII\io LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.L14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
-··. 

------··-1 
! 

Date of Jpspeytion: 
-----------------1 

___________ ...!:_ _____ ............. ! 
/ 

4''"' /' // 

Shift: (First or iSeconcH ______ ,/ ,. 

1---------
---~-)_..r

''_(~f,_ .... :.
,.....L~--------~--

-~~~---------------
--------~--~---

'1 1 Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: __ 
L 

.~-n-~~l~[:_~~u---s-t~~--
-~~-:-.~~-:-~-~-~-~-2-~d~

~ 
Location of Carbon 

Control Device 

Vapor Recovery System: 
,'./'""'~---~····-- ""' 

CARBON OR FLARE) I Ll .. __ _ 

SDS Shredder-~----
Run_ ~Jt'l"g 

11 

ATDU/OVVS I Runn~-g~~---r------
-----J--··-

--·------'i
----------+

-----'~----
-----t--~--

-····--+--·
----+------

r-·--------
----------4

 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 

Distillation Unit 
Down 

i.-

Tank 51 
Runnirg Down 

' . ./ +l---:c:------l----·----
+---------·1f----------+--·-"-----+.L..:;C------+------+-----+----------------

---l 

k__ __ 

Tank 55 
/ Ru:nip-g--"l.....__--L---------...l---~·c:.

 .. _______________ +------...L....-------,____~'----------L
------...L..---·--·-'-------------------

~ 
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D. 1. CARBON ADSORPTION MONITOR!!\,.;~
 LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carl:{on Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC/ shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 1 

) --
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D. 1. CARBON ADSORPTION MONITORII'lo LOG FOR DAILY AND QUARTERLy-

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS sl1redder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when brealc;through is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORII\s ... /LOG FOR DAILY AND QUAR1 t:Rt.. 1-

Condition 0.1.1 0 Cart:{on Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORik""/LOG FOR DAILY AND QUARTERLY-

Condition 0.1.1 0 Carl:{on Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITOI\.. .. -3 LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Cart?on Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is _detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITOR1n0 LOG FOR DAILY AND QUARTERLY 

Condition D.l.l 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONlTOR1.~~ LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is _detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. -
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